### Activity | Hazard Identification | Required Precautions
--- | --- | ---
1. Driving to and from work site. | 1. Motor vehicle accident; striking pedestrians, bicyclists, and persons using rollerblades. | 1. Wear prescription lenses, if required, and seatbelt. Verify that all equipment on vehicle is secured properly. Stay alert for pedestrians, bicyclists, and persons using rollerblades.
2. Digging. | 2. Hitting electric lines, water lines, computer lines, etc. | 2. Have electric shop or Miss Utility stake out area before digging.
3. Using electric drill and generator to drill holes into dirt. | 3a. Electric shock; electrocution. | 3a. Inspect power cord before use. Plug cord into GFCI-protected outlet. Keep cord out of work area. Do not use electric tools if work area is wet.
3b. Tripping over or cutting power cord. | 3b. Keep power cord out of work area.
3c. Hitting tree root, rock, or other obstacle, causing operator to lose control of drill. | 3c. Keep a good grip on the drill. If drill catches, let go of power switch immediately.
3d. Debris in eyes. | 3d. Wear safety glasses.
4. Using digging bar, shovel, post-hole digger, and pole driver. | 4. Back strain. | 4. Do not twist your back. Do not overexert yourself.
5b. Dust in eyes. | 5b. Wear safety glasses. Keep your back to the wind.