26 05 37_BOXES FOR ELECTRICAL SYSTEMS

PART 1 GENERAL

1.01 SECTION INCLUDES

A. Outlet and device boxes up to 100 cubic inches, including those used as junction and pull boxes.
B. Cabinets and enclosures, including junction and pull boxes larger than 100 cubic inches.
C. Underground boxes/enclosures.

1.02 REFERENCE STANDARDS

A. NECA 1 - Standard for Good Workmanship in Electrical Construction; 2015.
B. NECA 130 - Standard for Installing and Maintaining Wiring Devices; 2010.
C. NEMA FB 1 - Fittings, Cast Metal Boxes, and Conduit Bodies for Conduit, Electrical Metallic Tubing, and Cable; 2014.
D. NEMA OS 1 - Sheet-Steel Outlet Boxes, Device Boxes, Covers, and Box Supports; 2013.
E. NEMA OS 2 - Nonmetallic Outlet Boxes, Device Boxes, Covers and Box Supports; 2013.
F. NEMA 250 - Enclosures for Electrical Equipment (1000 Volts Maximum); 2018.
G. NFPA 70 - National Electrical Code; Most Recent Edition Adopted by Authority Having Jurisdiction, Including All Applicable Amendments and Supplements.
I. UL 50 - Enclosures for Electrical Equipment, Non-Environmental Considerations; Current Edition, Including All Revisions.

1.03 SUBMITTALS

A. Product Data: Provide manufacturer's standard catalog pages and data sheets for outlet and device boxes, junction and pull boxes, cabinets and enclosures, and underground boxes/enclosures.
B. Maintenance Materials: Furnish the following for Owner's use in maintenance of project.
   1. See Section 016000 - Product Requirements, for additional provisions.
   2. Keys for Lockable Enclosures: Two of each different key.

PART 2 PRODUCTS

2.01 BOXES

A. General Requirements:
   1. Boxes shall be a minimum of 2-1/8" deep. Shallow boxes are not permitted.
   2. Do not use boxes and associated accessories for applications other than as permitted by NFPA 70 and product listing.
   3. Provide all boxes, fittings, supports, and accessories required for a complete raceway system and to accommodate devices and equipment to be installed.
   4. Provide products listed, classified, and labeled as suitable for the purpose intended.
5. Where box size is not indicated, size to comply with NFPA 70 but not less than applicable minimum size requirements specified.
6. Provide grounding terminals within boxes where equipment grounding conductors terminate.

B. Outlet and Device Boxes Up to 100 cubic inches, Including Those Used as Junction and Pull Boxes:
   1. Use sheet-steel boxes for dry locations unless otherwise indicated or required.
   2. Use cast iron boxes or cast aluminum boxes for damp or wet locations unless otherwise indicated or required; furnish with compatible weatherproof gasketed covers.
   3. Use suitable concrete type boxes where flush-mounted in concrete.
   4. Use suitable masonry type boxes where flush-mounted in masonry walls.
   5. Use raised covers suitable for the type of wall construction and device configuration where required.
   6. Use shallow boxes where required by the type of wall construction.
   7. Do not use “through-wall” boxes designed for access from both sides of wall.
   8. Nonmetallic Boxes: Comply with NEMA OS 2, and list and label as complying with UL 514C.
   9. Boxes for Supporting Luminaires and Ceiling Fans: Listed as suitable for the type and weight of load to be supported; furnished with fixture stud to accommodate mounting of luminaire where required.
   11. Minimum Box Size, Unless Otherwise Indicated:
       a. Wiring Devices: 4 inch square by 1-1/2 inch deep (100 by 38 mm) trade size.
       b. Communications Systems Outlets: 4 inch square by 2-1/8 inch (100 by 54 mm) trade size.

C. Cabinets and Enclosures, Including Junction and Pull Boxes Larger Than 100 cubic inches:
   1. Comply with NEMA 250, and list and label as complying with UL 50 and UL 50E, or UL 508A.
   2. NEMA 250 Environment Type, Unless Otherwise Indicated:
   3. Junction and Pull Boxes Larger Than 100 cubic inches:
       a. Provide screw-cover or hinged-cover enclosures unless otherwise indicated.
   4. Cabinets and Hinged-Cover Enclosures, Other Than Junction and Pull Boxes:
       a. Provide lockable hinged covers, all locks With University Best Lock unless otherwise indicated.

D. In-Ground Boxes/Enclosures:
   1. Description: In-ground, open bottom boxes furnished with flush, non-skid covers with legend indicating type of service and stainless steel tamper resistant cover bolts.
   2. Size: As indicated on drawings.
   3. Depth: As required to extend below frost line to prevent frost upheaval, but not less than 12 inches.
   4. Provide logo on cover to indicate type of service.
   5. Applications:
a. Sidewalks and Landscaped Areas Subject Only to Occasional Non-deliberate Vehicular Traffic: Use polymer concrete enclosures, with minimum SCTE 77, Tier 8 load rating.
b. Parking Lots, in Areas Subject Only To Occasional Non-deliberate Vehicular Traffic: Use polymer concrete enclosures, with minimum SCTE 77, Tier 15 load rating.
c. Do not use polymer concrete enclosures in areas subject to deliberate vehicular traffic.

6. Polymer Concrete Underground Boxes/Enclosures: Comply with SCTE 77.
   a. Manufacturers:
      1) Hubbell Incorporated; Quazite Products: www.hubbellpowersystems.com/#sle.
   b. Combination fiberglass/polymer concrete boxes/enclosures are acceptable.

E. In-Ground Receptacle Boxes
   1. Use Outdoor Ground Box where required in non-vehicular traffic areas. Box and receptacle assembly shall be Wiremold XB814 Series of the type, size and color as required by the University.
   2. All ground box electrical circuits must be protected by a ground fault circuit interrupter upstream from the ground box.

PART 3 EXECUTION

3.01 INSTALLATION

A. Install products in accordance with manufacturer's instructions.
B. Install boxes in accordance with NECA 1 (general workmanship) and, where applicable, NECA 130, including mounting heights specified in those standards where mounting heights are not indicated.
C. Arrange equipment to provide minimum clearances in accordance with manufacturer's instructions and NFPA 70.
D. Box Supports:
   1. Secure and support boxes in accordance with NFPA 70 using suitable supports and methods approved by the authority having jurisdiction.
   2. Provide independent support from building structure except for cast metal boxes (other than boxes used for fixture support) supported by threaded conduit connections in accordance with NFPA 70. Do not provide support from piping, ductwork, or other systems.
E. Install boxes plumb and level.
F. Flush-Mounted Boxes:
   1. Install boxes in noncombustible materials such as concrete, tile, gypsum, plaster, etc. so that front edge of box or associated raised cover is not set back from finished surface more than 1/4 inch or does not project beyond finished surface.
   2. Install boxes in combustible materials such as wood so that front edge of box or associated raised cover is flush with finished surface.
   3. Repair rough openings around boxes in noncombustible materials such as concrete, tile, gypsum, plaster, etc. so that there are no gaps or open spaces greater than 1/8 inch at the edge of the box.
G. Install boxes as required to preserve insulation integrity.
H. Underground Boxes/Enclosures:
1. Install enclosure on gravel base, minimum 6 inches deep.
I. Close unused box openings.
J. Install blank wall plates on junction boxes and on outlet boxes with no devices or equipment installed or designated for future use.
K. Provide grounding and bonding in accordance with Section 26 05 26.
L. Provide labeling in accordance with Section 26 05 53.

END OF SECTION